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Datasheet - Call controller extension

Product description

Call controller extension in switch panel housing, for extension of the call controller RC 602-… in systems with
more than 8 users.

The RCE 602-… makes available further 16 call outputs. Up to 31 RCE 602-… units can be series connected to an
RC 602-…, so permitting the connection of max. 504 call outputs. Connection to the RC 602-… is created using the
provided ribbon cable.

Specifications

Contact type: 16 contacts 24 V, 1 A

Protection system: IP 20

Ambient temperature: 0 °C to +40 °C

Horizontal pitch (HP): 3

Dimensions (mm) W x H x D: 53.5 x 89 x 60

Article information

Article designation Article description Colour/Material KG SAP article no.

RCE 602-0 Call controller extension Black B 200015960-00

Accessories

Article designation Article description Colour/Material KG SAP article
no.

ZRCE 602-0 Ribbon cable Others B 200017875-00
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RC 602-0 Call Controller Product information 1,1 MB Download

RCE 602-... Declaration of Conformity 133 kB Download

Additional information 140 kB Download

http://www.siedle.com/doc/de/de/did.1629/RC_602-0_115977_PI--.pdf
http://www.siedle.com/doc/de/de/did.4173/RCE_602_Ruf_Controller_Erweiterung_Konform_Erkl.pdf
http://www.siedle.com/doc/de/de/did.109055/Reach_RoHs_Konformitaet.pdf

