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Product description

DoorCom Analog, in switch panel housing as an interface for the Siedle In-Home bus, connects the door intercom
system to telephone systems via the system’s analogue connection.

¢ Up to 31 call destinations, depending on the programming and system expansion

¢ Max. 6 control functions can be executed via BSM/BSE 650-... by means of DTMF dialling

¢ Selective dialling of max. 3 door loudspeakers without supplementary installation

¢ Selective dialling of the door to which the last call was placed

¢ Configuration directly on the device via 6 buttons and alphanumeric display

¢ The following call possibilities can be assigned (each max. 22 digits long):

e Direct calls:

- Selective user call

- Group calls (dep. on the TC system)

- Collective calls (dep. on the TC system)

- Calls to PBX extensions, to public network or mobile phones

e Chain calls:

- In case of no answer or engaged

¢ System functions door release and light using the DTMF dialling method

¢ Doormatic function for 1 call input, with/without door call signalling

e Call redirection to e.g. concierge

¢ Day/night service to alternative call destinations (depending on customer’s existing TC system)
¢ Switching from door intercom to telephone mode

¢ Several DCA units possible in one intercom system/one TC system

¢ Adjustable call and connection time

e Call differentiation possible for door calls from various door stations (max. 2)

e Call differentiation possible from various call inputs (max. 2)

¢ PIN protection can be activated e.g. for programming, door release, switching functions and function activation
¢ Time-controlled activation/deactivation of e.g. Doormatic, call redirection, day and night service etc. possible via
DCSF 600-... accessory and customer’s time switches

¢ Jack for HT 811-... servicing handset

Specifications

Operating voltage: 12V AC
Operating current: max. 100 mA
Ambient temperature: 0 °Cto +40 °C
Horizontal pitch (HP): 6

Dimensions (mm) W x H x D: 107 x 89 x 60
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Article information

Article designation
DCA 650-02

Accessories
Article designation

DCSF 600-0
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Article description Colour/Material KG SAP article no.
DoorCom Analog Black D 200032470-00
Article description Colour/Material KG SAP article
no.
DoorCom switching/remote control ~ Others D 200030432-00
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Manual

Declaration of Conformity
Programming instructions
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http://www.siedle.com/doc/de/de/did.7310/DCA_650-02_232475_PI--.pdf
http://www.siedle.com/doc/de/de/did.96383/DCA_650-02_200032476-01_BA.pdf
http://www.siedle.com/doc/de/de/did.3752/DCA_650_DoorCom_Analog_Konform_Erkl.pdf
http://www.siedle.com/doc/de/de/did.106561/DCA_650-02_210009287-00_DE_PA--.pdf
http://www.siedle.com/doc/de/de/did.109055/Reach_RoHs_Konformitaet.pdf

