
Ground element
accessory
ZE/KS/KSF 611-0

200036337-00

Product description

Ground element accessory for concreting into the ground made of stable, hot-dip galvanized sectional steel,
ground flange with M10 thread for fixture of communication pedestals KSF 613/616-…, KS 613/616-… or
LS 604/608-…

Depending on the type of pedestal, the ground element accessory can be turned by 180°.

Specifications

Dimensions (mm) W x H x D: 191 x 505 x 210

Article information

Article designation Article description Colour KG SAP article no.

ZE/KS/KSF 611-0 Ground element accessory Others A 200036337-00
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ZE/KS/KSF/SR/KSFB 611-0 Ground element accessory Product information 353 kB Download

ZE/KS/KSF/SR/KSFB 611-0 Ground element accessory Product information 159 kB Download

Declaration of Conformity 140 kB Download

REACH Information Additional information 824 kB Download
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http://www.siedle.com/doc/de/de/did.118589/ZE_KS_KSF_SR_KSFB_611_200036338-01_PI--.pdf
http://www.siedle.com/doc/de/de/did.118590/ZE_KS_KSF_SR_KSFB_611_Bohrschablone_210011597-00_PI--.pdf
http://www.siedle.com/doc/de/de/did.4435/Allgemeine_Konformitaetserklaerung.pdf
http://www.siedle.com/doc/de/de/did.109055/Reach_Information.pdf

