
Access door
loudspeaker controller
extension
ATLCE 670-0

200041607-00

Product description

Access door loudspeaker controller extension in switch panel housing with 4 outputs and 2 inputs.

A maximum of 3 ATLCE 670-… units can be connected in series to an ATLC 670-… by means of ribbon cable.

Specifications

Protection system: IP 20

Ambient temperature: 0 °C to +40 °C

Horizontal pitch (HP): 3

Dimensions (mm) W x H x D: 53.5 x 89 x 60

Article information

Article designation Article description Colour KGSAP article no.

ATLCE 670-0 Access door loudspeaker controller extension Black F 200041607-00

Datasheet - Access door loudspeaker controller extension



Access door
loudspeaker controller
extension
ATLCE 670-0

200041607

Page 2

Datasheet - Access door loudspeaker controller extension



Access door
loudspeaker controller
extension
ATLCE 670-0

200041607

Page 3

ATLC/NG 670-0 Access door loudspeaker controller with line
rectifier

Product information 849 kB Download

ATLCE 670-0 Access door loudspeaker controller extension Product information 830 kB Download

ATLC 670-0 Access door loudspeaker controller Declaration of Conformity Download

Commissioning instruction 2,1 MB Download

REACH Information Additional information 798 kB Download

System manual 8,6 MB Download
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http://www.siedle.com/doc/de/de/did.6812/ATLC_NG_670-0_200042224-00_PI--.pdf
http://www.siedle.com/doc/de/de/did.7636/ATLCE_670-0_200042226-00_PI--.pdf
http://www.siedle.com/doc/de/de/did.6958/ATLC_670-0_Siedle_Access_Konform_Erkl.pdf
http://www.siedle.com/doc/de/de/did.125558/Access_Professional_7_5_0_210012088-05_IBN_DE--.pdf
http://www.siedle.com/doc/de/de/did.109055/Reach_Information.pdf
http://www.siedle.com/doc/de/de/did.123079/Planungs-_und_Systemhandbuch_Access_Professional_2025_210012084-02_DE.pdf

