
Line rectifier
PSM 1 12 24

210010340-00

Product description

Line rectifier in switch panel housing for central supply of IQ in-house telephones and the bus video panel.

One PSM 1 12 24 supplies a maximum of 1 IQ in-house telephones or 1 bus video panel. In systems with bus video
panel, a maximum of 2 PSM may be used.

Specifications

Operating voltage: 110–240 V AC, 50/60 Hz

Operating current: 265 mA

Output voltage: 24 V DC +/-3 %

Output current: 0.5 A

Fusing: T 0.8

Protection class: II

Ambient temperature: -10 °C to +50 °C

Horizontal pitch (HP): 1

Dimensions (mm) W x H x D: 17.5 x 96 x 68

Article information

Article designation Article description Colour KG SAP article no.

PSM 1 12 24 Line rectifier Others D 210010340-00
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System manual 13,5 MB Download

PSM 1 12 24 Line rectifier Declaration of Conformity 127 kB Download

REACH Information Additional information 824 kB Download
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http://www.siedle.com/doc/de/de/did.115735/Systemhandbuch_In-Home-Bus_Video_2021_210011030-00_DE--.pdf
http://www.siedle.com/doc/de/de/did.109339/PSM_1_12_24_Netzgeraet_Konform_Erkl.pdf
http://www.siedle.com/doc/de/de/did.109055/Reach_RoHs_Information.pdf

