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Datasheet - Bus built-in camera 130

Product description

Bus built-in camera 130 with automatic day/night switchover (True Day/Night) and integrated infrared lighting.
Horizontal/vertical pick-up angle: appr. 130°/100°

Wide Dynamic Range (WDR)
Colour system: PAL
Image pick-up: CMOS sensor 1/3" 728 x 488 pixels
Resolution: 550 TV lines
Lens: 2.1 mm
2-step heating: 12 V AC max. 130 mA

Specifications

Ambient temperature: –20 °C to +55 °C

Article information

Article designation Article description Colour/Material KG SAP article no.

BCE 053-01 Bus built-in camera 130 Black D 210010635-01

Spare parts

Article designation Article description Colour/Material KG SAP article
no.

ACM 671/673/678-..., BCM 65x-..., CM
61x-...

Glass cover Clear glass E 200048697-00

BCM 65x-..., BCMx 650-... Terminal block Black E 200029921-00
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BCE 053-01_058-0 Bus built-in camera 130/180 Product information 966 kB Download

Declaration of Conformity 140 kB Download

Additional information 140 kB Download

http://www.siedle.com/doc/de/de/did.117677/BCE_053-01_058-0_210010648-01_PI--.pdf
http://www.siedle.com/doc/de/de/did.4435/Allgemeine_Konformitaetserklaerung.pdf
http://www.siedle.com/doc/de/de/did.109055/Reach_RoHs_Konformitaet.pdf

